INCEPTOR' INTENSE

Technical Specification OV/Z\

Product Code: OV18705CW65 Luckinslive 422358602
Description: 7.2W/M 24V 8mm LED Strip 0.5M Reel CW IP65
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General Information Supply & Power Information
Dimensions (mm) | 500 (L) x 10 (W) x 4 (D) Operating Voltage (DC) | 24
Product Weight (Kg) | 0.06 Safety Class | Il

Ingress Protection | IP65 LED Wattage (W/M) | 7.2
Cutting Point (mm) | Every 100 Operating Temperature (°C) | -20 to +45

Bend Radius (mm) | >30 Input Connections | 100mm Prewired cables

Adhesive Tape | M Luminaire Output
Warranty (Years) | 3

Colour Temperature (K) | 4000

Colour Render Index (CRI) | >80

Luminous Flux (0.5M) (Im) | 360

Luminous Flux (1M) (Im) | 720

Efficacy (Im/W) | 100

Beam Angle (°) | 120

LED Lifetime (L70) (Hours) | 36000
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https://d2cq9zndfvtoz7.cloudfront.net/OVIA INCEPTOR INTENSE Reels - IP65 - Instruction Sheet.pdf
https://d2cq9zndfvtoz7.cloudfront.net/OV18705CW65_DoC.pdf
https://oviauk.com/_admin/_media/scolmore/literature/23_pdf.pdf
https://oviauk.com/marketinghub/_pdfs/ovia-lighting-catalogue2.pdf

