
OVIA Limited, Scolmore House, Mariner, Lichfi eld Road Industrial Estate, 
Tamworth, Staffordshire, B79 7UL United Kingdom
T: +44 (0)1827 300640
E: sales@oviaUK.com | W: oviaUK.com

DoC Installation

Specification is subject to change without notice. Errors & Omissions excluded.   Page 1 of 1  (02-01-2024)

Catalogue Section

Technical Specification
INCEPTOR® INTENSE

Product Code: OVCGAMPF Luckinslive 422357441
Description: 4 Channel Performance Amplifier

3
YEAR

WARRANTY

IP20

    

General Information
Dimensions (mm) 119 (L) x 47 (W) x 23 (D)

Materials Housing: Polycarbonate
 Product Weight (Kg) 0.21

Ingress Protection IP20
Warranty (Years) 3

Supply & Power Information
Safety Class III

Input Voltage Range (V DC) 12 - 24
Switching Rate 10Mbps

Operating Temperature (°C) -20 to +60
Output Connection Common Anode

Output Current Per Channel (A) 6
Total Output Maximum (A) 15

Additional Information
Suitable for both white and RGBW LED strips 
Extends the control of additional LED strips added.  
Additional LED driver will be required at each amplifier when extending the LED strip run.

https://d2cq9zndfvtoz7.cloudfront.net/OVIA INCEPTOR INTENSE Amplifier Instruction Sheet.pdf
https://d2cq9zndfvtoz7.cloudfront.net/OVCGAMPF_DoC.pdf
https://oviauk.com/_admin/_media/scolmore/literature/23_pdf.pdf
https://oviauk.com/marketinghub/_pdfs/ovia-lighting-catalogue2.pdf

