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Product Code: OVSHSC201 Luckinslive 422357603
Description: 16mm®@ x 200mm Heat Shrink Sleeving Clear

General Information

Dimensions (mm) | 16 (Dia.) x 200 (L)
Materials | Tube: PE
Product Weight (Kg) | 0.028
Tensile Strength (Mpa) | >10.4
Compatible LED Strip | 7.2W/M & 14.4W/M IP65 White 10mm & RGBW 12mm
Length (mm) | 200
Heat Shrink Shrink Ratio | 4:1
Heat Shrink Operating Temperature Range (°C) | -45 - +105
Heat Shrink Minimum Shrinkage Temperature (°C) | 125
Heat Shrink Maximum Shrinkage Temperature (°C) | 200
Elongation (%) | 2200
Warranty (Years) | 3

Supply & Power Information
Dielectic Strength (kv/m) | >15
Operating Temperature (°C) | -45 to +105

WARRANTY
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https://d2cq9zndfvtoz7.cloudfront.net/OVIA INCEPTOR INTENSE Reels - IP65 - Instruction Sheet.pdf
https://d2cq9zndfvtoz7.cloudfront.net/OVSHSC201_DoC.pdf
https://oviauk.com/_admin/_media/scolmore/literature/23_pdf.pdf
https://oviauk.com/marketinghub/_pdfs/ovia-lighting-catalogue2.pdf

