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Catalogue Section

Technical Specification
INCEPTOR® INTENSE

Product Code: OVSSL512265 Luckinslive 422358217
Description: 5 Pin 2M Flexible Driver Connection Lead For 12mm IP65 LED Strip RGBW

3
YEAR

WARRANTY

IP65

    

General Information
Dimensions (mm) 2000 (L) x 16.5 (W) x 4.6 (D)

Materials Connector Body: Flame Retardant Nylon; Heat Shrink Tubing: EVA; Contacts: 
Brass

 Product Weight (Kg) 0.1
Ingress Protection IP65

Compatible LED Strip 7.2W/M & 14.4W/M IP65 RGBW 12mm
Length (mm) 200

Heat Shrink Shrink Ratio 4:1
Heat Shrink Operating Temperature Range (°C) -45 - +105

Heat Shrink Minimum Shrinkage Temperature (°C) 125
Heat Shrink Maximum Shrinkage Temperature (°C) 200

Warranty (Years) 3

Supply & Power Information
Operating Voltage (DC) 24

Safety Class III
Cable Size 5 Core 22 AWG

Operating Temperature (°C) 0 to +80
Cable Size / Type 5 Core 22 AWG

https://d2cq9zndfvtoz7.cloudfront.net/OVIA INCEPTOR INTENSE Reels - IP65 - Instruction Sheet.pdf
https://d2cq9zndfvtoz7.cloudfront.net/OVSSL512265_DoC.pdf
https://oviauk.com/_admin/_media/scolmore/literature/23_pdf.pdf
https://oviauk.com/marketinghub/_pdfs/ovia-lighting-catalogue2.pdf

